




MAK8P is satellite, multi-purpose active speaker 
with very compact design and high performance. 
It contains one 8” speaker and two 1” high 
frequency drivers.
Thank to its compact design, small size, low 
weight and �ying accessories, it is an ideal 
speaker for a variety of applications.

PRODUCT DESCRIPTION:

Our satellite speaker MAK8P is an ideal solution 
for middle-size venues, concert halls and 
discotheques. Together with our MAKS1 subwoofer 
it makes an ideal and very portable PA system 
adaptable to many di�erent types of venues.
It could be used as a part of a line array, 
stand-alone speaker mounted on pole mount or 
�oor monitor. 

  
The passive version of this speaker could be 
made under request (consult conditions).

- European Neodymium transducers.
- 12 mm Birch Plywood.
- Neutrik connectors.
- Poliurea paint �nish.
- Horizontal and vertical pole mount.



TECHNICAL SPECIFICATIONS MAK8P

COLORS & PREMIUM FINISHES AVAILABLE

Black White Custom

500mm

19
0m

m

500mm

28
0m

m

1.200w 

1000 Hz -18 KHz  +/- 3dB 

133 dB CONTINUOS - 139 dB PEAK

100 Hz

1 X 8” NEODIMIO   +   2 x 1”  NEODIMIO 

50 x 28 x 19 cm   

14 Kg

ACOUSTICS

CROSSOVER

TRANSDUCERS

PHYSICAL

1 x 500w + 2 x 40w                  SPEAKER HANDLING

MAXIMUM AMPLIFIER POWER

OPERATING FREQUENCY RANGE

MAXIMUM SPL

FREQUENCY

DIMENSIONS

WEIGHT

SPL 1W / 1 MT 95 dB 

AUDIO POWERED  INPUT / OUTPUT
CONNECTOR  SPEAKON   Input / link

MID / HIG FREQUENCY


